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New SnapFill Equipment

Container Connection Wrench Hex Flat
3/4” M NPT 1-3/4”

66.1327
66.0.290.1327

3/4” M NPT Forklift 
EN 12806 Low Emission 
Filler Valve

Faster Connection

Provides a safer method on 
handling and minimizes risk 
of injury

Lower Fugitive Emissions

Male Thread Female Thread
1 ¾ - 6 ACME EURO EN 12806

16.0363
16.0.950.0363

SNAPFILL ADAPTER
ACME to SNAPFILL

FOR BOBTAILS

This adapter allows 
the operator to take 
a filling gun with 
Acme threads and 
use it on gas cylinders 
that have a EURO 
connection.

Provides a quick transition 
to SnapFill connection

Cost savings with no need 
to replace your current 
filling system

Allows ACME or SnapFill 
cylinders to be filled from 
the same truck
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Container Connection Outlet Connection
3/4” M.NGT 3/8” 18 NPT

Inlet A Outlet B
1-1/4” F.ACME 1/4” F.NPT

Inlet A Outlet B
3/8” F.NPT 1-1/4” M.ACME

Container Connection DT Lenght
1/4” M NPT 12”

Container Connection Wrench Hex Flat
3/4” NPT 1-1/16”

Container Connection Wrench Hex Flat
3/4” M NPT 1-3/4”

66.0248
66.0.290.0248
Internal 
Pressure 
Relief Valve
Designed 
specifically for 
use on Forklift 
cylinders.

80.2064
80.0.390.2064

Forklift 
Filler Valve 
3/4” M NPT.  
Double Soft seal.

66.1122
66.0.290.1122

Service 
Valve 
with Double O-ring 
Stem Seal. Sturdy brass 
handwheel less likely to 
break, even with rough 
handling.

Forklift 
Connector
Half coupling ACME.
For installation 
between the Propane 
engine fuel line and 
the Forklift service 
valve.

66.1024
66.0.290.1024

66.1072
66.0.290.1072
Fixed Liquid 
Level Gauge
Special DT length 
available. These 
valves incorporate 
a No. 54 drill size 
orifice. 
Captive screw.

Forklift Equipment

Forklift 
Connector
Female coupling 
ACME. 
For installation on 
the carburetor fuel 
line.

66.1023
66.0.290.1023
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